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TECHNICAL INFORMATION 

PROPERTIES STANDARD UNIT SABIT ROOF-

INSUTHERM 

SABIT WALL-

INSUTHERM 

SABIT FLOOR-

INSUTHERM 

Density ASTM D 1662 Kg/m³ 32–35 28–30 40–45 

Lb/ft³ 2.0–2.2 1.7–1.9 2.5–2.8 

Compressive strength 

at 10 % deformation 

ASTM 

C165ASTM D 

1621-95 

KPapsi 30043 220–25031–

36 

500–70070–

100 

Thermal conductivity ASTM C 177 Btu.in/ft²hr°F 0.19 0.2 0.19 

Mean temp 75±2°F 

(24±1°C) 

ASTM C518 (W/m°K) 0.028 0.029 0.028 

Water absorption By 

total immersion, max, 

volume 

ASTM C 272 % by Volume 0.2 0.2 0.2 

Water vapor 

permeability 

ASTM E 96-00 Perm/inch 0.4–0.6 1 0.4–0.6 

Dimension 

stability(change in 

dimension), max 

ASTM D 2126 % 2 2 2 

Oxygen index, min ASTM D 2863 VOLUME % 24 24 24 
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Flammability class DIN 4102 RATING B1/B2 B1/B2 B1/B2 

Flame spread ASTM E-84 RATING <5 <5 <5 

 


